
64

D
iesel

980 L210 L 440 L

Diesel and heating oil trolley 60 L and 100 L
• suitable for use under ADR 1.1.3.1 c)  

for single site refuelling by a person  
in the course of their main business

• polyethylene container with integral  
hand grip and carry handles

• fill cap with integral breather valve
• flow connector with 3/8" quick-coupling  

with counterpart
• return connector with 3/8" quick-coupling  

with counterpart
• trolley 100 L: 300 mm diameter  

pneumatic tyres, air-filled, all-terrain 
trolley 60 L: 240 mm diameter plastic tyres

• interior baffle
• trolley 100 L: moulded recesses  

enabling strapping during transport

The mobile solution for supplying heating systems and generators. 
The trolley can be used as an emergency supply when a heating oil tank is being replaced.

The innovative diesel and heating oil tank with a wealth of useful features.  
Transport-friendly thanks to rugged construction, ratchet strap recesses and forklift pockets.

Description / Capacity Dimensions in cm (l x w x h) Weight approx. kg Order no.
Diesel and heating oil trolley 60 L with quick couplings 90 x 53 x 38 12 10526
Diesel and heating oil trolley 100 L with quick couplings 100 x 59 x 43 17 10527

60  L
100 L

CEMO DT MOBILE EASY generator tank  PG 4

Description Capacity L Dimensions in cm (l x w x h) Weight approx. kg Order no.
210 generator tank 210 78.5 x 59.5 x 68.5 21 11374
440 generator tank 440 118 x 80 x 71 36 11375
980 generator tank 980 127 x 107 x 112 95 11376

DT-Mobile Easy generator tank
• 980 litre: approved for transport accord-

ing to the ADR* 
210 and 440 litre: approved for transport 
for immediate consumption according  
to ADR 1.1.3.1 c) 

• integral filler neck
• filler cap with vent and breather valves
• integral forklift pockets and handles
• integral recesses (210 L and 440 L)  

or loops (980 L) for ratchet tie-downs 
during transport

• 980 litre: incl. hinged lid and  
fill-level indicator 
210 and 440 litre: incl. hinged lid

Flow and return braided 
hoses and two pairs of  
quick couplings 1/2" IT  
ideal for generators and heat-
ers.ReturnFlow

CEMO diesel and heating oil trolley  PG 4

* Please note that ADR approval for all combination IBCs with plastic inner tanks for diesel is limited to a period of 5 years.
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